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Ceramic Counter-Top Basin



3. Take out the ceramic basin, and then apply silica gel 
or other sealing materials to the groove on the edge of 
the reverse side. After that, put the ceramic basin into 
the opening and align with the previous mark and press 
tightly.

Warning: 

·Do not use any cement products for installation.

·Do not use the sealant which will expand after 
  hardening.
Moen is not responsible for the damage caused by the 
activities above.

Helpful Tools：

·Please read this installation manual carefully before
installation, to prepare and familiarize the required 
installation tools, materials, installation procedures, to 
avoid unnecessary losses due to improper installation.

·Ensure that the drain pipe and water supply pipe are 
reserved. If want to replace a basin, you should check if 
the existing drainage pipes and water supply pipes are ok.
Replace them if needed.

·Turn off the water supply before removing the old basin.

·The countertop on which the washbasin is installed 
should be at least 8mm in thickness to ensure the 
fastness. But it must not be thicker than 35mm, 
otherwise, the basin faucet may not be installed. 

Drill (can cut hole)
or other tools which
can cut hole

Silicone or other 
sealing materials

Tape Measure Marker Pen

Utility KnifeAdjustable
Wrench

Screwdriver Safety Glasses

4. Wipe off the extra silicone immediately, or it will be 
difficult to remove after hardening. Fill the gap with
silica gel if any.

Note: You cannot install the faucet and drainage 
components until the  silicone is hardened. For how to 
install the faucet and drainage components, please 
refer to the corresponding Installation Guide. After 
they are installed, open the water supply to check for 
leaks. 
Do not use corrosive cleaning agents in daily cleaning.

Apply sealant

1. Cut holes according to the attached Cutting Board.
Note:

·The opening should be operated by professionals.

·Wear protective equipment, such as Safety Glasses 
     and Dust Cover, etc..

·The opening edge of the countertop suggest grinding.

2. Put the basin in the hole to check whether it is flat and 
centered. Mark the position after the location is 
determined.

Wipe off the sealant

Precautions before Installation Installation Steps 

 

 

 

5.Damages were caused by transportation, unloading 
and extrusion, etc.
This warranty is valid for the original consumers only 
(including hotel use), and excludes industrial and 
commercial use of the product (except for hotel use). This 
card is only responsible for product maintenance rather 
than any other liabilities.  

exceeds the warranty period, or that the product is not 
covered by this warranty, labor cost  and material cost 
shall be charged as the case may be. 
Please call 400-630-8866 or contact local dealer for any 
question.

In the event that the product requires maintenance but   

PLEASE CONTACT MOEN FIRST
For Installation Help, Missing or  Replacement Parts

(China) 400-630-8866 
www.moen.cn
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CAUTIONS:
Bathroom products are made 

Image is for reference only

with superb technology to ensure high quality,
beautiful and durable.
Be careful when cleaning the product to avoid 
damage to the surface of the product. Please 
clean the surface of the product with water or 
neutral detergent, and then dry it with a soft 
towel;

Do not use chemical or corrosive cleaners or 
rough cloths.

It is recommended to clean the product 
regularly to ensure its appearance is bright and 
clean.When using acidic cleaners to clean 
nearby items, it may damage the surface of the 
product.Please be extra careful.

3.Damages and faults were caused by self-actuated 
dismantling, repair and refit; 
4.Faults and damages were caused by external factors 
such as force majeure;

(Style varies by model)

We offer limited warranty and lifetime maintenance for 
Moen products, which are all manufactured with high 
standards of workmanship.
The period of warranty shall start from the date of 
purchase of the product (according to the invoice or 
receipt issued by Moen distributors) and shall cover a 
period of the following: the warranty period for ceramic 
basin is 5 years.
This warranty is your coverage against material and 
workmanship malfunction or defects in Moen products 
or components.  During the warranty period, we offer 
free main tenance and changing of malfunctioned 
products or product components. Moen’s after sales 
service liability is limited to the maintenance of faulty 
items and does not cover your other losses caused by 
product malfunction, except for other wise stipulated by 
law.
Cosmetic damages (scratches, dents, etc.) and 
malfunction or defects caused by abuse or improper 
maintenance is not covered by this warranty. Although 
the warranty period remains valid, in case of the 
following conditions (1) - (5), the maintenance cost 
(material cost and labor cost) shall still be charged as 
the case may be: 
1.Corresponding warranty card and valid invoice cannot 
be presented; 
2.Faults were caused by the incompliance with the 
instructions and precautions provided in the user’s 
manual;  
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